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CONSTRUCTION DETAILS======
A. USE EXISTING HANDHOLE. ADJUST TO FINAL SIDEWALK GRADE.
N
B. INSTALL 6'X30' QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN 1/4 IN. FLEXIBLE TUBING\\
(3—6—3 WINDING) AND SPLICE TO EXISTING 2/C ALUMINUM SHIELDED CABLE IN HANDHOLE. \35:\
LODP SHALL BE PLACED 1 FT. BEHIND STOP LINE. Wl CENERAL NOTES
C. INSTALL 6’X6’' QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN 1/4 IN. FLEXIBLE TUBING (4 TUR 5 e S . SLOTTED AND TRENCHED CONDUITS SHALL BE INSTALLED PRIOR TO
AND SPLICE TO EXISTING 2/C ALUMINUM SHIELDED CABLE IN HANDHOLE. 5N K LU LS FINAL PAVEMENT SURFACE COURSE.
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D. INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT — SLOTTED. STUB AT UTILITY POLE NO. 484162. ) e A (AN \ VL T _
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MARK LOCATION WITH A WODDEN STAKE. INSTALL PULL STRING. 27NN &L NE {% 5. ALL EMPTY CONDUITS SHALL BE FURNISHED WITH A PULL STRING.
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G. INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED FOR FUTURE WITH PULL STRING. I 4 Z f ',',Ms}i‘{jﬁt‘«;z ‘i@%ﬂ‘g\ﬁ|1 1 ; DEPARTMENT OF TRANSPORTATION
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H. INSTALL GROUND MOUNTED SIGN ON 1-4”X6” WOOD SIGN SUPPORT (DRILLED). oy GFFIGE OF TAAFFIC & SAFETY
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FOR FUTURE PEDESTAL POLE. EXTEND 1 FT. BEYOND LEVEL LANDING AREA AND THE REQUIREMENTS OF STANDARDS MD 812.05-01 AND MD 812.05-02. SLEEVED
CAP UNDERGROUND. MARK LOCATION WITH A WOODEN STAKE. FOUNDATIONS ARE INCIDENTAL TO THE WOOD SIGN SUPPORTS. ROLLING MILL RD |
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